
UNDISTURBED SUBGRADE

IMPORT TOPSOIL OR

TREATMENT SOIL PER

PROJECT REQUIREMENTS.

CONCRETE CURB

GEOEDGE 4 1/2" X 4 1/2" PAVER

RESTRAINT EDGE OR APPROVED

EQUAL, ATTACH WITH 3/8" X 10"

SPIKE, SPACE 12" O.C.

PERMEABLE PAVERS MIN. 3 1/8"

THICK. CONCRETE MAY BE

SUBSTITUTED WITH APPROVAL

FROM CITY LANDSCAPE ARCHITECT.

BEDDING COURSE, 2" THICK

(TYP. #8 AGGREGATE)

18 1/2" TYP.

WATER STOP:

EXTEND 3" FURTHER THAN ADJACENT

ROAD SECTION, INTO NATIVE SOIL.

COMPACTED CLASS 2

PERM. EXTEND 6"

BEYOND PAVER

RESTRAINT EDGE

NOTES:

1. ON MEDIANS LESS THAN 14 FEET WIDE, REPLACE MAINTENANCE BAND WITH 18 INCH 

    MINIMUM WIDTH PLANTING OF WALKABLE GROUNDCOVER.

2. IF CONCRETE, INSTALL DEEP JOINTS TO MATCH CURB & GUTTER DEEP JOINTS.  SEE

    ENGINEERING STANDARD DETAIL 8 FOR DEFINITION OF DEEP JOINT.

3. FOR PAVERS WITHIN THE DRIPLINE OF AN EXISTING TREE, HAND EXCAVATE ALL AREAS.

    6" CLASS 2 PERM LAYER MAY BE REDUCED OR ELIMINATED IF NECESSARY. SEE LSD-9 FOR

    TREE PRESERVATION NOTES.

4. PAVERS TO BE: 6 X 9 X 3 1/8 CALSTONE PERMEABLE PAVING UNITS, COLOR: RUSTIC

    YELLOW STONE, UNLESS APPROVED BY THE CITY LANDSCAPE ARCHITECT.
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     STANDARD DETAILS

CITY STANDARD

MAINTENANCE BAND
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